THERE’S AN ULLRICH ALUMINIUM BRANCH NEAR YOU

NEW SOUTH WALES
Sydney General Sales Office
183-187 Newmarket Road
Sefton Park NSW 2163
(02) 9787 0060

Sydney Full Service
183-187 Newmarket Road
Sefton Park NSW 2163
(02) 9787 0060

Talleys South
15 Homes Road
Coomera, QLD 4209
(07) 5648 2220

Perth
1/125 Edward Street
Perth WA 6000
(08) 9261 8451

.sales@ullrich.com.au

SOUTH EAST QUEENSLAND
Brisbane
47 Wooloowin Road
Brisbane QLD 4075
(07) 3809 9999

CAIRNS
12-14 Emma Street
Cairns QLD 4870
(07) 4051 0611

Adelaide
127 Thebarton Road
Thebarton, SA 5031
(08) 8223 8700

ACT REGION
Canberra
81-83 Yarralumla Street
Yarralumla, ACT 2600
(02) 6279 2168

WESTERN AUSTRALIA
Perth
175-177 Great Eastern Highway
Perth, WA 6000
(08) 9261 8451

BRISBANE
500 Victoria St
Brisbane, QLD 4000
(07) 4299 9900

Adelaide
172 Hindley Street
Adelaide, SA 5000
(08) 8223 8700

SALES ENQUIRIES:

Within Australia: 1300 810 375
Outside Australia: +61 2 9787 2220

www.ullrich.com.au

NEW ZEALAND

Victoria
124 Inkerman Road
Melbourne VIC 3195
(03) 9791 4862

northern territory
Canberra
81-83 Yarralumla Street
Yarralumla, ACT 2600
(02) 6279 2168

GALLERY
OF ALUMINIUM
COMPOSITE PANEL SYSTEMS

Aluminium composite panels are widely used for display, signage, as signsboards and for advertising panels.

ULLTRASIGN
FLAT LIGHTWEIGHT COMPOSITE PANELS

PRODUCT BROCHURE
UltraPanel sign grade is a sandwiched panel consisting of low-density polyethylene core bonded to two thin cold-coated aluminium sheets. The core is typically black.

UltraPanel Fire Retardant is composed of non-combustible mineral core with a small amount of low-density polyethylene sandwiched between two aluminium sheets. The core is white or grey.

Topside of ACM is coated with different kinds of paint such as polyester, PVDF, Nano-PVDF, etc.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Part Description</th>
<th>Panel Thickness</th>
<th>Panel Width</th>
<th>Panel Length</th>
<th>Finish Colour</th>
</tr>
</thead>
<tbody>
<tr>
<td>ACF3 032201000</td>
<td></td>
<td>3mm</td>
<td>1220mm</td>
<td>2400mm</td>
<td></td>
</tr>
<tr>
<td>ACF3 032201000</td>
<td></td>
<td>3mm</td>
<td>1200mm</td>
<td>3000mm</td>
<td></td>
</tr>
<tr>
<td>ACF3 022010000</td>
<td></td>
<td>2mm</td>
<td>1200mm</td>
<td>2400mm</td>
<td></td>
</tr>
<tr>
<td>ACF3 022010000</td>
<td></td>
<td>4mm</td>
<td>1200mm</td>
<td>2400mm</td>
<td></td>
</tr>
<tr>
<td>ACF4 032201000</td>
<td></td>
<td>3mm</td>
<td>1220mm</td>
<td>2400mm</td>
<td></td>
</tr>
<tr>
<td>ACF4 032201000</td>
<td></td>
<td>3mm</td>
<td>1200mm</td>
<td>3000mm</td>
<td></td>
</tr>
<tr>
<td>ACF4 022010000</td>
<td></td>
<td>2mm</td>
<td>1200mm</td>
<td>2400mm</td>
<td></td>
</tr>
<tr>
<td>ACF4 022010000</td>
<td></td>
<td>4mm</td>
<td>1200mm</td>
<td>2400mm</td>
<td></td>
</tr>
<tr>
<td>ACF4 055002000</td>
<td></td>
<td>4mm</td>
<td>1500mm</td>
<td>2400mm</td>
<td></td>
</tr>
<tr>
<td>ACF4 055002000</td>
<td></td>
<td>4mm</td>
<td>1500mm</td>
<td>3000mm</td>
<td></td>
</tr>
<tr>
<td>ACF4 055002000</td>
<td></td>
<td>4mm</td>
<td>1500mm</td>
<td>3600mm</td>
<td></td>
</tr>
<tr>
<td>ACF4 022004000</td>
<td></td>
<td>4mm</td>
<td>1500mm</td>
<td>4000mm</td>
<td></td>
</tr>
</tbody>
</table>

Contact your local Ultra Aluminium Branch for Colour Options